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Modelling the loss of steel-concrete bonds in corroded reinforced 
concrete beams 
P. Thoft-Christensen 
Aalborg University, Aalborg, Denmark 
 
ABSTRACT: The existing stochastic models for deterioration of reinforced concrete structures 
is extended by adding modelling of “loss of bond” due to corrosion between the reinforcement 
bars and the surrounding concrete.      
 
 
1 INTRODUCTION 
 
Life-cycle assessment of the structural reliability of a reinforced concrete structure is based on 
modelling of the deterioration of the concrete. The most serious deterioration is often corrosion 
of the reinforcement due to chloride penetration of the concrete. A fully satisfactory modelling 
of the corrosion of the reinforcement has not yet been established. Modelling of the corrosion 
initiation is often based on Fick’s law of diffusion; see e.g. Thoft-Christensen (1998). After ini-
tiation of corrosion in the reinforcement it is often assumed that the cross-section of the rein-
forcement decreases with time. By this modelling it is simple to perform a deterministic or sto-
chastic estimate of the so-called reliability profile that is the capacity or reliability as functions 
of time; see e.g. Thoft-Christensen (1998).  
The reliability profile consists of six parts:  
1. Chloride penetration;  
2. Corrosion initiation;  
3. Corrosion evolution;  
4. Initial cracking;  
5. Crack propagation; and  
6. Spalling.  
Deterioration steps 1-3 are well understood, and are presented in numerous papers, but steps 
4, 5 and 6 have only recently been investigated in this connection; see e.g. Thoft-Christensen et 
al. (2005), (2007).  
In this paper the effect of deterioration on steel-concrete bond in reinforced concrete struc-
tures is studied. A lot of experimental research in this area has been published; see e.g. FIB 
(2000). The drawback of this research is that the results are highly dependent on the specific 
structures considered. In a paper by Lundgren (2002) a more general approach based on a mod-
elling of the corrosion layer between the steel and the concrete is taken. The results of this ap-
proach, and similar approaches used by other researchers, are in this paper used to formulate the 
bases for a stochastic model for loss of bond due to corrosion of the reinforcement. The above 
mentioned six parts of the reliability profile outlined above will hereby be increased with one 
more important subject of significance for several of the six parts of the reliability profile.  
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2 THE PHYSICAL EFFECTS OF CORROSION 
Only chloride induced corrosion of the reinforcement is considered is paper. If the rate of chlo-
ride penetration into the concrete is modelled by Fick’s law of diffusion, then the time to initia-
tion of reinforcement corrosion may be evaluated. The result will depend on several factors 
namely the concrete cover, the diffusion coefficient, the critical chloride concentration at the 
site of the corrosion, the equilibrium chloride concentration on the concrete surface, and the ini-
tial chloride concentration in the concrete. All these parameters are modelled by stochastic vari-
ables or stochastic processes. The distribution of the corrosion initiation time may then be esti-
mated using Monte-Carlo simulation. 
With increasing corrosion the tensile stresses in the concrete will reach a critical value and 
cracks will be developed. During this process the volume of the corrosion products at initial 
cracking of the concrete will occupy three volumes, namely the porous zone near the reinforce-
ment, the expansion of the concrete due to rust pressure, and the space of the corroded steel. 
With this modelling and some minor simplifications the time from corrosion imitation to crack 
initiation may be estimated. The controlling parameters are the diameter of the reinforcement 
bar, the annual mean corrosion rate, the density of the steel, and the density of the rust products. 
All these parameters are modelled by stochastic variables or stochastic processes. The distribu-
tion of the crack initiation time may then be estimated using Monte-Carlo simulation. 
After formation of the initial crack the rebar cross-section is further reduced due to the con-
tinued corrosion, and the crack width crack  is increased. Several researchers have investigated 
the evolution of corrosion cracks in reinforced concrete beams experimentally. In the experi-
ments an impressed current are normally used to artificially corrode the beams. 
w
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The corrosion process and its effect on a reinforced concrete structure are schematic illus-
trated in figure 1. The final result will be a reduced load-carrying capacity of the structure pri-
marily due to the reduced steel bar cross-section and the loss of bond between the steel bar and 
the surrounding concrete.  
3 THE BOND STRESS 
In figure 2 is shown the interfacing zone between the steel bar and the surrounding concrete. 
The spitting stress component perpendicular to the rebar is due to the volume increase of the 
corrosion product. The bond stress parallel to the rebar is due to the effect of the corrosion on 
the friction between the reinforcement and the concrete.  
Figure 1. The physical effect of corrosion. 
• Loss of rebar cross-section 
• Volumetric expansion 
• Loss of concrete cross-section
Cracking of concrete cover
Weakening of interfacial
Loss of steel/concrete bond
Reduced load-carrying capacity
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  bond stress 
 
 
 
 
 
 
 
 
 
 
 Initially the chemical bond between the steel reinforcement and the surrounding concrete is 
weak. Therefore the weak bond is broken at a very low stress and only friction between the steel 
and the concrete contribute to the bond stress. For a plain round rebar friction is the main com-
ponent to the bond stress. For ribbed bars the mechanical interlock between the ribs and the con-
crete plays a major role although the concrete between the ribs easily breaks. 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 3. Schematic illustration of the variation in bond strength with corrosion (taken from FIB (2000)). 
 
In figure 3 is shown the variation in the bond strength with corrosion. The bond stress is in-
creased a little in the time period from corrosion initiation to longitudinal cracking is established 
due to the increased pressure between the reinforcement and the surrounding concrete. Rust is 
enclosed between the steel and the concrete and only a minor part of the rust may disappear into 
small cracks and voids in the concrete. When cracks are opened from the rebars to the surface  
of he concrete then the rust will to some extend be able to disappear into these open cracks and 
the pressure between the rebars and the surrounding concrete will decrease. The friction be-
tween the rebars will therefore also decrease and so will the bond stress.     
 
 
4 CORROSION INDICES 
 
In this section three important corrosion indices will be introduced, namely 
• The crack /corrosion index γ equal to the increase of the surface crack width divided 
with the corresponding decrease of the rebar diameter 
• The bond /corrosion index λ equal to the reduction of bond strength divided with the 
corresponding decrease of the rebar diameter. 
• The bond /crack index η  equal to the reduction in bond strength divided with the corre-
sponding increase of surface crack  
These 3 indices and will be discussed in more detail in the next chapters. 
 
 
5 THE CRACK/CORROSION INDEX γ  
 
rust 
steel 
splitting stress 
Figure 2. Definition of bond and splitting  stresses. 
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Several researchers have investigated the evolution of corrosion cracks in reinforced concrete 
beams experimentally, e.g. Andrade et al. (1993). To reduce the duration of testing, artificial 
corrosion by electrical current is a common experimental approach. During the test, the loss of 
rebar cross-section is monitored and the corresponding crack evolution is measured by strain 
gauges attached to the surface of the specimen. In the study by Andrade et al. (1993), four sim-
ple test specimens were investigated. The specimens are small reinforced concrete beams with 
only a single rebar with a 20 or 30 mm concrete cover. In figure 4, the results from this experi-
mental study are shown.  
Figure 4. Reduction of rebar diameter ΔDbar versus the crack width wcrack, based on data in Andrade et 
al. (1993). 
 
After formation of the initial crack, the rebar cross-section is further reduced due to the con-
tinued corrosion, and the width of the crack is increased as shown in figure 2. In all four ex-
periments by Andrade et al. (1993), proportionality between the reduction of the rebar diameter 
 and the maximum crack  width measured at the surface of the concrete specimen 
is found 
barDΔ crackwΔ
                                                           crack barw DγΔ = Δ                                                      (1) 
where the crack-corrosion index γ   is the proportionality constant. From the experiments 
shown in figure 4, the upper and lower bound for γ  is determined as being of the order 1.5 to 5. 
 
 
 
6 THE BOND/CORROSION INDEX η  
 
In the literature there are a vast number of experimental tests on the relationship between the re-
sidual bond strength fbond and the corrosion penetration. Empirical expressions for this relation-
ship based on laboratory testing as been publisher by e.g. Rodriguez et al. (1994a), (1994b), 
(1996), Coronell & Gambarova (2004), Fang et al. (2004), and Söylev & Francois (2005).  
The relationship has also been numerically studied by several researchers (using FEM analy-
sis) such as Lundgren (2000), (2002) (2005a,b), Lundgren & Gylltoft (2000), and Berra et al. 
(2003).  
The behaviour of reinforced concrete beams with loss of bond has also been studied by sev-
eral researchers: see e.g. Jeppsson & Theladersson (2003), Harajli (2004), Toongoenthong & 
Maekawa (2000) & Darwin (2005). 
Figure 5 (taken from FIB (2000)) shows a linear relationship between the residual bond 
strength fbond and the corrosion penetration based on Rodriguez et al. (1994a), (1994b), and 
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(1996). The linear relation shown in figure 5 between the reduction of the bond strength bondτΔ  
(%) and the decrease the rebar diameter barDΔ  may be written 
 
bond barDτ ηΔ = Δ                                                                 (2) 
 
where the bond/corrosion index η  is equal to 50 %/mm.  
 
 Based on exp. data (fib 2000) 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 5. Relationship between residual bond strength fbond and the corrosion penetration (taken from FIB 
(2000)). 
 
 
 
7 THE BOND/CRACK INDEX λ  
 
By combining (1) and (2) a linear relation between the reduction of the bond strength bondτΔ  
(%) and the increase in crack width  (mm) is obtained crackwΔ
 
        bond crack crackw w
ητ γΔ = Δ = Δλ                                             (3) 
 
where the bond/crack index /λ γ η= is of the order 10 – 60 %/mm depending of the beam 
cross-section. 
In the paper by Cairns, Du & Law (2006) it is suggested that corroded plain bars the surface 
crack width may provide a better parameter than the corrosion penetration (0.5 ) in 
assessing the residual bond strength. 
crackwΔ barDΔ
In figure 6 is shown some test data obtained by Cairns, Du & Law (2006). In the figure is the 
relationship between the bond strength and the surface crack width for bottom and top castings. 
Using non-linear curve fitting the obtained the following relation between the residual bond 
strength fbond and the crack width  crackw
 
0
1
(1 0.8 )bond crack
f f
w
= +                                                    (4) 
 
where f0 is the design bond strength. If instead a linear curve fitting is used (the straight dotted 
line) one obtain approximately 
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0(1 0.30 )bond crackf w f= −                                                    (5) 
 
and the bond/crack index  λ  =  30 %/mm. This is in good agreement with the estimations 
indicated above. 
 
λ =30 %/mm
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figure 6. Relationship between bond strength fbond and longitudinal crack width  (from the top part 
of Fig. 8 in Cairns, Du & Law (2006)). 
crackw
 
 
8. DISCUSSION 
 
The final outcome of the deterioration due to corrosion of the reinforcement of a reinforced 
concrete beam is a reduced load-carrying capacity of the structure. This is primarily due to  
• the reduced steel bar cross-section, and 
• the loss of bond between the steel bar and the surrounding concrete. 
In estimation of the load-carrying capacity, it is therefore of great value to be able to estimate 
the reduced steel bar cross-section (the corrosion of the rebar) and the loss of bond. In the paper 
is presented a new linear model by which the corrosion degree as well as the loss of bond may 
be evaluated by simple measurement of the concrete crack width at the surface of the structure.  
The corrosion is estimated by the crack-corrosion indexγ . γ   may be estimated experimen-
tally or numerical using two or three dimensional FEM techniques. The value of  γ  is typical in 
the interval 1.5 – 5. Due to the uncertainties involved in the estimation of the crack-corrosion 
index γ will normally be modelled as a stochastic variable. 
The loss of bond is estimated by the bond/crack index /λ γ η= , where bond/corrosion index 
η   may be estimated using the methods described in section 6. It is also possible to estimateλ  
directly by testing. η  and λ  are modelled as stochastic variables. 
Using these linear models, it is possible estimate the load-capacity reduction. Like the above 
mentioned indices the load capacity will be modelled as a stochastic variable.  
9. CONCLUSIONS 
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In the paper are derived two linear equations by which the amount of corrosion of the rein-
forcement as well as the loss of bond may be estimated by observing the width of cracks at the 
surface of the reinforced concrete element.   
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